
 Bank

Barcino
UM3031

Barcino
UM305S

Die Bank BARCINO besteht aus einem Gestell aus Duktilguss mit Ferrus-Behandlung zum optimalen Korrosionsschutz

Ref. A B H H1

UM3031 1800 700 785 440

UM305 2000 700 785 440

UM305S 540 700 785 440

Wartungsplan | CAD Projektblatt | CAD | Katalog | Montageanleitung | BIM | HD Bild downloaden
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https://www.benito.com/de/stadtmobiliar/design+/barcino--UM305S.html
https://www.benito.com/de/stadtmobiliar/design+/barcino--UM305S.html
https://www.benito.com/de/stadtmobiliar/design+/barcino--UM305S.html
https://benito.com/de/download/BENITO_UM3031-HM
https://benito.com/de/download/BENITO_UM3031_FP.dwg
https://benito.com/de/download/BENITO_UM3031_FP.dwg-DWG
https://benito.com/de/download/BENITO_cat-urban_2020
https://benito.com/de/download/BENITO_cat-urban_2020
https://benito.com/de/download/BENITO_UM3031-Ins
https://benito.com/de/download/BENITO_UM3031-Ins
https://benito.com/de/download/BENITO_bim-Silla-Barcino-UM305S-540mm
https://benito.com/de/download/BENITO_bim-Silla-Barcino-UM305S-540mm
https://benito.com/img/productes/imgProducte/UM305_1400.png

